The AR-ONE gives you total

AR-ONE
command of frequencies, modes,

Communications REC@iver tuning steps and more. It is possible

to tune in increments of one Hz.

4 PWR!VOI.

and faster. Computer control gives you
from 10 KHz to 3.3 GHz |

Monitor Any Frequency Rty
maximum flexibility and unleashes the
many features found in this advanced

Ultra-stable reference [N taidi-iS ALy
frequency oscillator (0.1ppm)

Super wide coverage: 10 KHz ~ 3.3 GHz
1000 memory channels

10 VFOs

Monitor AM, NFM, WFM, USB, LSB, CW
Ultra-stable reference frequency oscillator

The AR-ONE is a
new beginning fOl‘ Two RS-232C ports plus control head port
Control up to 99 AR-ONE Units with

wide-range monitors. one PC

The AR-ONE iS designed to ]Irri);;lfecr?gversion superheterodyne
Support Computer controlled Antenna input level readout
operation. Link up to 99 receivers ‘H\f;fszfc::f’
for control by ad Single PC. The Multi IF signal output (10.7 MHz or 455 KHz)
AR-ONE can be used for mobile
or fixed monitoring operations.

Excellent sensitivity

The AR-ONE is designed for use by the
monitoring professional. The AR-ONE is so

. - . advanced, you'll be thinking of new applications
Q The Serious Choice in Advanced ;i ..erful capabilties

Technology Receivers™

Authority on Radio
Communications



