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INTRODUCTION

YAESU

VFO 144.000
NFM

VFO 430. 000
gFM

@

SUBMERSIBLE VX-7R

— ©
SCAN DW WX BND DN
@ @ & 6 @-

ARTS S.SCH SP-ANA SET

@ @ @ & @

X PO LKCH.CNT TONE SPCL WRITEM

@ @ @ @ @:

The VX-7R isaminiature 3-band FM transceiver
with extensive receive frequency coverage, provid-
ing leading-edge features for VHF and UHF two-
way amateur communications, along with unmatched
monitoring capability.

The VX-7R’s small size alows you to take it any-
where—hiking, skiing, or whilewalking around town
— and its operating flexibility brings the user many
avenues of operating enjoyment. Besides 50, 144,
and 430 MHz transceive operation, the VX-7R pro-
vides 222 MHz QRP (0.3 Watts) transceive opera-
tion, receive coverage of the AM (MF) and FM
broadcast bands, HF Shortwave Bandsupto 16 MHz,
VHF and UHF TV bands, the VHF AM aircraft band,
and awide range of commercia and public safety
frequencies! Dual In-band Receive (V/V and U/U)
lets you keep track of two active frequencies. And
the optional Barometer pressure Sensor Unit provides
readout of barometric pressure and altitude while
mountain climbing or hiking, and it also generatesa
Weather Forecast based on measured data.

The transmitter section provides 5 Watts of clean
power output on the FM operation on the 50 MHz,
144 MHz, and 430 MHz bands with the supplied
FNB-80LI Battery Pack, and 0.3 Watts output on
222 MHz, and 1 Watt of carrier output for AM op-
eration on 50 MHz. Both CTCSS and DCStone sig-
naling formats are built into the VX-7R, in addition
to Yaesu's exclusive ARTS™-(Auto-Range Tran-
sponder System), which “beeps’ the user when you
move out of communications range with another
ARTS™-equipped station.

We appreciate your purchase of the VX-7R, and en-

courage you to read this manual thoroughly, so asto
learn about the many exciting features of your excit-
ing new Yaesu hand-held transceiver!
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CoNTROLS & CONNECTIONS
|

—— ANTENNA —
Connect the sup-
plied rubber flex an-
tenna (or another
antenna presenting
a 50-Ohm imped-

MIC/SP

This four-conductor
miniature jack pro-
vides connection
points for micro-
phone audio, ear-
phone audio, PTT,

DIAL
The main tuning
Dial is used for set-
ting the operating
frequency, and also
is used for Menu
selections and

—— VOLUME —

This control adjusts
the audio volume
level. Clockwise ro-
tation increases the

Pressing this key
disables the noise
squelching action,
allowing you to
hear very weak sig-
nals near the back-
ground noise level.

— @ (PWR) Switch
Press and hold this
switch for 2 sec-
onds to toggle the
transceiver's power

on and off.

KEYBOARD
These 17 keys select many of the
most important operating features
on the VX-7R.
This function of the keys are de-
scribed in details on pages 4 and 5.

ance) here. and ground. other adjustments. volume level.

PTT EXT DC —

(“Push To Talk”) This coaxial DC
Press this switch iR jack allows connec-
inward to transmit, tion to an external
and release it (to \l DC power source
receive) after your ~ S h (10-16V DC). The
transmission is = ) — center pin of this
completed. [ — jack is the Positive
(+) line.
MONI MIC

The internal micro-
phone is located at
the bottom right-
hand corner of the
display.

SPEAKER
The internal
speaker is located
directly below the
display.

STROBE
The STROBE is
the unique indica-
tor which indicates
the transceiver’s
status.

You may customize
the STROBE color
setup via the Menu
mode.
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DispLAY IcoNs & INDICATORS

“Main” Band

I
| Frequency Control jﬂo 144. 00 @_: “Main” Band Frequency
Main” Band S- & PO Meter | enpmememnmemdfI® NFM— “Main” Band Operating Mode
“Sub” Band — VFO 430. 000 ———— “Sub” Band Frequency

Frequency Control /I,/Iﬂlllllllllllﬂl NFM-— “Sub” Band Operating Mode
“Sub” Band S- & PO Meter | oS TS0 (M S e g I E

FreQuency CoNTROL ~ OperatING MODE

VFO: VFO Mode (page 15) NFM: FM
MR: Memory Mode (page 45) WFM: Wide FM
MT: Memory Tume Mode (page 49) AM: AM

PM S: Programable Memory Scan Mode (page 61)
WX: Weather Channel (page 22)

Sea: Marine Channel (page 56)

HY P: Hyper Memoy Mode (page 53)

OTM: One Touch Memory Mode (page 54)

L ST: Short-wave Broadcast StationMemory (page 55)

ICON
Dilsl : Dua Watch Active (page 61)
- Key Lock Active (page 23)
B3: Repeater Shift Direction (page 27)
B3 : Minus (-) Shift
E3: Plus (+) Shifh
ES: Odd Splits
TS CTCSS/DCS Operation (page 30)
T : Tone Encoder
TS5 Tone Squelch
[ZE: Digital Code Squelch (DCS)
T =[»: TX: Tone Encoder, RX: DCS Decoder
[»=T: TX: DCS Encoder, RX: Tone Decoder
[»: DCS Encoder
[M: Automatic Power-Off Active (page 42)
L=:Low TX Power Selected (page 18)
No Icon: High Power
L=:Low Power 3
L& :Low Power 2
L1:Low Power1
B : Bell Alarm Active (page 33)
& DTMF Autodialer Active (page 39)
[@: Audio Mute Active (page 17)
[: VOX Active (page 18)
. RF Front-end Attenuator Active (page 40)
B : Battery Saver Active (page 40)
{11]: Low Battery! (page 10)
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KEYPAD FUNCTIONS
|

SCAN

Dw

Press Key

Activates the
“Alternate” key Function

Frequency entry
digit “1”

Frequency entry
digit “2”

Press +

No Action

Activates the Scanner

Activates the
Dual Watch Feature

Press and Hold

Activates the
“Memory Write” mode

Store the current setting
into the

Store the current setting
into the

while working through a
repeater

digit “4”

Ke (for memory channel n -
Y storage) Hyper Memory “1 Hyper Memory “2
EMG ARTS S.SCH
Reverses the transmit
and receive frequencies Frequency entr Frequency entr
Press Key d quency entry quency entry

digit “5”

Press +

Switches operation
to the “Home”
(favorite frequency)
Channel

Activates the
ARTS Feature

Activates the
Smart Search™
Feature

Press and Hold

Activates the

Store the current setting
into the

Store the current setting
into the

Feature

digit “7”

Ke EMERGENCY Function
Y Hyper Memory “4” Hyper Memory “5”
TX PO LK CH.CNT TONE
Activates the
Press Key Internet Connection Frequency entry Frequency entry

digit “8”

Press +

Select the desired
transmit power output

Activates the
Channel Counter
Feature

Activates the
CTCSS or DCS
Operation

Press and Hold
Key

Activates the
Key Lock Feature

Store the current setting
into the
Hyper Memory “7”

Store the current setting
into the
Hyper Memory “8”

VX-7R OPERATING MANUAL



KEYPAD FUNCTIONS

WX

BND DN

(@)

Frequency entry

Moves operation to the
next-highest

Press Key

Switches the “Upper”
frequency to be the

“Weather” broadcast
channel bank

next-lowest
frequency band

Press +

digit "3” frequency band “Operating” (TX) Band
Switches the “Upper”
Recall the Moves operation to the frequency display

between the
“Large Character” and
“Small Character” mode

Store the current setting
into the

Moves operation to the
next-highest

Press and Hold

Activates the

digit “6”

digit “0”

Hyper Memory “3” frequency band Key Dual Receive Feature
SP-ANA SET
©
Switches the “Lower”
Frequency entry Frequency entry Press Key frequency to be the

“Operating” (TX) Band

Activates the
Spectrum Analyzer
(Spectra-Scope™)

Feature

Enter the “Set”
(Menu) Mode

Press +

Switches the “Lower”
frequency display
between the
“Large Character” and
“Small Character” mode

Store the current setting
into the

Store the current setting
into the

Press and Hold

Activates the

Hyper Memory “6” Hyper Memory “0” Key Dual Receive Feature
SPCL WRITE MT
.(WM) MONI Key
Switch USA Version:
witches Disables the Noise and
Frequency entry frequency control Tone Squelch System
digit “9” between the VFO and Press Key EXP Version:
Memory System Activates T.CALL (1750 Hz)
for repeater access
USA Version:
Enters the Enters the Squelch level
. . setting mode
“Special Memory” No Action
P mode y Press + EXP Version:

Activates T.CALL (1750 Hz)
for repeater access

Store the current setting
into the
Hyper Memory “9”

Activates the
“Memory Tune” mode
while in the
Memory Recall mode

Press and Hold
Key

No Action

VX-7R OPERATING MANUAL




AccCESSORIES & OPTIONS

ACCESSORIES SUPPLIED WITH THE VX-7R
FNB-80LI Battery Pack (7.4V/1,300mAh)
NC-72B/C Battery Charger
Quick Draw Belt Clip

Hand Strap
Antenna
Operating Manual
Warranty Card
AvaiLABLE OPTIONS FOR YOUR VX-7R
(® CscC-88 Soft Case
(@ CD-15A Rapid Charger (requires NC-72B/C)
® FBA-23 2x“AA” Cell Battery Case (batteries not supplied)
® FNB-80LI Battery Pack (7.4V/1,300 mAh)
(® E-DC-5B DC Cablew/Noise Filter
(® NC-72B/C Battery Charger
@ E-DC-6 DC Cable; plug and wire only
CT-91 Microphone Adapter
® VvC-27 Earpiece/Microphone
MH-57a48 Speaker/Microphone
@ CMP460A Waterproof Speaker/Microphone
@ CN-3 BNC-to-SMA Adapter
@ SU-1 Barometric Pressure Sensor Unit

Availability of accessories may vary. Some accessories are supplied as standard per local
requirements, while others may be unavailable in some regions. Consult your Yaesu Dealer
for detailsregarding these and any newly-available options. Connection of any non-Yaesu-

approved accessory, should it cause damage, may

=
)] an
%)

void the Limited Warranty on this apparatus.
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INSTALLATION OF ACCESSORIES

ANTENNA INSTALLATION

The supplied antenna provides good results over the entire frequency range of the trans-
ceiver. However, for enhanced base station medium-wave and shortwave reception, you
may wish to connect an external (outside) antenna.

The supplied antenna consists of two sections; the “Base Antenna’ (used for operation
above 50 MHz), and the “ Extender Element” (used for monitoring of frequencies below 50
MHZz).

To install the supplied antenna

Hold the bottom end of the antenna, then screw it onto the mat-
ing connector on the transceiver until it is snug. Do not over-
tighten by use of extreme force.

When operating the VX-7R on the 50 MHz band and lower
frequencies, disconnect the antenna cap from the base antenna,
then screw the Extender Element onto the Antenna Base. Of
course, the VX-7R may be operated on frequencies higher than
the 50 MHz band while the Extender Element is still attached
onto the AntennaBase.

Notes:

O Never transmit without having an antenna connected.

O Wheningtaling the supplied antenna, never hold the upper
part of the antennawhile screwing it onto the mating con-
nector on the transceiver.

O If using an external antennafor transmission, ensure that
the SWR presented to the transceiver is 1.5:1 or lower.

O Take care not lose the antenna cap when removing it from
the Base Antenna.

HAND STRAP INSTALLATION

VX-7R OPERATING MANUAL 7



INSTALLATION OF ACCESSORIES

How 10 INSTALL THE Quick DrAaw BELT CLIP

1. Connect the hanger to therear of the VX-7R, with the notch pointing directly up, using
the supplied screw (Figure 1). Use only the screw included with the clip to mount
the clip to the back of the VX-7R!

2. Clip the Quick-Draw Belt Clip onto your belt (Figure 2).

3. Toingdl the VX-7R into the Quick-Draw Belt Clip, align the hanger with the Quick-
Draw Belt Clip, and slide the VX-7R into its slot until aclick isheard (Figure 3).

4. Toremovethe VX-7R from the Quick-Draw Belt Clip, rotate the VX-7R 180 degrees,
then dide the VX-7R out from the Quick-Draw Belt Clip (Figure 4).

Figure 1

Figure 2

INsTALLATION OF FNB-80LI| BATTERY PACK

The FNB-80LI is a high-performance Lithium-lon battery providing high capacity in a
very compact package. Under normal use, the FNB-80LI may be used for approximately
300 charge cycles, after which operating time may be expected to decrease. If you have an
old battery pack which is displaying capacity which has become diminished, you should
replace the pack with anew one.

1. Install the FNB-80LI as shown in theillustration.
2. Closethe Battery Pack Latch on the bottom of the radio.

8 VX-7R OPERATING MANUAL



INSTALLATION OF ACCESSORIES

INsTALLATION OF FNB-80LI| BATTERY PACK

If the battery has never been used, or its chargeis depleted, it may be charged by connect-
ing the NC-72B/C Battery Charger, as shown in the illustration, to the EXT DC jack. If
only 12 ~ 16 Volt DC power is available, the optional
E-DC-5B or E-DC-6 DC Adapter (withitscigarettelighter
plug) may also be used for charging the battery, as shown
intheillustration.

NC-72B/C
E-DC-5B
E-DC-6
The display will indicate “now charging” while the bat-
tery is being charged. When charging isfinished, the dis-
play will changetoindicate“complete” andthe STROBE
indicator will glow blue.

INSTALLATION OF FBA-23 ALKALINE BATTERY Case (OPTION)

The optional FBA-23 Battery Case allows receive monitoring using two “AA” size Alka-
line batteries. Alkaline batteries can also be used for transmission in an emergency, but
power output will only be selectable 300 mW and 50 mW, and battery life will be short-
ened dramatically.

To Install Alkaline Batteries into the FBA-23 (((.

1. Sidethebatteriesinto the FBA-23 asshown in theillustration, %

with the Negative [-] side of the batteries touching the spring
connections inside the FBA-23. l l

N

Open the Battery Pack Latch on the bottom of the radio. ®

3. Install the FBA-23 as shown in the illustration, with the [+]
side facing the bottom of the transceiver.

4. Closethe Battery Pack Latch on the bottom of the radio.

The FBA-23 does not provide connections for charging, since Alkaline cells cannot bere-
charged. Therefore, the NC-72B/C, E-DC-5B, or E-DC-6 may safely be connected to the
EXT DC jack when the FBA-23 isinstalled.

Notes:

O The FBA-23 isdesigned for use only with AA-type Alkaline cells.

O If you do not use the VX-7R for along time, remove the Alkaline batteries from the
FBA-23, as battery leakage could cause damage to the FBA-23 and/or the trans-
ceiver.

VX-7R OPERATING MANUAL 9



INSTALLATION OF ACCESSORIES

BATTERY LIFE INFORMATION

When the battery charge is amost depleted, a“Low Voltage” indicator will appear on the
display. When thisicon appears, it is recommended that you charge the battery soon.

Battery Life (Approx.)

Operating Band Low Voltage Indicator

ENB-80LI FBA-23
50 MHz @ 6.5 hours 7.0 hours | FNB-80LI:
144 MHz @ 6.0 hours 6.5 hours | No Icon: Fully battery power
430 MHz @ 5.5 hours 6.0 hours | am: Enough battery power
Other Band @ 15 hours 15 hours | {I: Lower battery power

1: Poor battery power
1: Nearing depletion
1(w/Blink): Prepare to charge the battery

FBA-23:
am: Enough battery power
am (w/Blink): Prepare to replace the battery

(1) TX 6 sec., RX 6 sec. and Squelched 48 sec.
(2) Continuous signal reception

The current battery voltage can be displayed manually on the LCD, by following thein-
structions on page 68.

Battery capacity may be reduced during extremely cold weather operation. Keeping the
radio inside your parka may help preserve the full charge capacity.

AC OpEerATION UsiNg NC-72B/C (RECEIVING ONLY)

The VX-7R may be operated from your house current by use of the supplied NC-72B/C
Battery Charger. The NC-72B/C should only be used for reception, because it is not ca-
pable of supplying sufficient current to support transmission.

To usethe NC-72B/C, turn the transceiver off, then plug the miniature connector of the
Battery Charger into the EXT DC jack on the side of the radio. Now plug the Battery
Charger into the wall outlet. You may now turn on the transceiver.

10 VX-7R OPERATING MANUAL



INTERFACE OF PAcCKET TNCs

|
The VX-7R may be used for Packet operation, using the optional CT-91 microphone adapter
(available from your Yaesu dealer) for easy interconnection to commonly-available con-
nectors wired to your TNC. You may also build your own cable using a four-conductor
miniature phone plug, per the diagram bel ow.

The audio level from the receiver to the TNC may be adjusted by using the VOLUME
knob, as with voice operation. The input level to the VX-7R from the TNC should be
adjusted at the TNC side; the optimum input voltage is approximately 5 mV at 2000 Ohms.

Be sure to turn the transceiver and TNC off before connecting the cables, so asto prevent
voltage spikes from possibly damaging your transceiver.

O sP

[-O GND

. TNC
meLl

FOPTT

O GND
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OPERATION

% Ja ~ Hil 'mR.F. Radio, and I’ll be helping you along as you learn the many

5% features of the VX-7R. | know you're anxiousto get on theair, but | encour-
7% ageyou to read the “ Operation” section of this manual as thoroughly as
possible, so you'll get the most out of this fantastic new transceiver. Now. . .let’'s get
operating!

SwiTcHING Power ON AND OFF

1. Besurethe battery pack isinstalled, and that the battery
is fully charged. Connect the antenna to the top panel
ANTENNA jack.

2. Pressand holdinthe @ (PWR) switch (on the left side
of thefront pandl) for 2 seconds. Two beepswill be heard
when the switch has been held long enough, and the open-
ing message will appear on the display, then frequency
display will appear. After another two seconds, the receive-mode Battery Saver func-
tion will become active, unless you have disabled it (see page 40).

3. Toturnthe VX-7R off, pressand hold in the @ (PWR) switch again for 2 seconds.

If you don’t hear the two “Beep” tones when the radio comes on, the Beeper
may have been disabled via the Menu system. See page 24, which tells you
how to reactivate the Beeper.

ADJUSTING THE VOLUME LEVEL

Rotate the VOLUME control (inner knob) to set the desired
audio level. Clockwise rotation increases the volume level.

24-hour Clock

The VX-7R hasa24-hour clock with acalendar which coversall dates from January
1, 2000 through December 31, 2099. Set the clock according to the “Clock Set”
column on page 69.

12 VX-7R OPERATING MANUAL



OPERATION

SQUELCH ADJUSTMENT

The VX-7R’s Squelch system alows you to mute the background noise when no signal is
being received. Not only does the Squelch system make “ standby” operation more pleas-
ant, it also significantly reduces battery current consumption.

The Squelch system may be adjusted independently for the FM and Wide-FM (FM Broad-
cast) modes.

1. Pressthe @ key, then pressthe MONI switchontheleft [Basic Sectup 1
side of the radio. This provides a “ Short-cut” to Menu | SQL NFM
Item (Basic Setup #1: SQL NFM) or Menu Item (Basic LEVEL 1
Setup #2: SQL WFM).

2. Now, pressthe @ or @) key to set the background noiseisjust silenced (typically at
asetting of about “3” or “4” on the scale); thisis point of maximum sensitivity to weak
signals.

3. Whenyou are satisfied with the Squel ch threshold setting, pressthe PTT key momen-
tarily to save the new setting and exit to normal operation.

4. Youmay aso adjust the Squelch setting by using the “ Set” (Menu) mode. See page 82
for details.

\Al}:}f 1) The Squelch Ieve_l may be set on the“.Main” and SJb bands separately.
;.33_‘1 {_ 2) If you're operating in an area of high RF pollution, you may need to
<7 condgder “ Tone Squelch” operation using the built-in CTCSS Decoder. This
featurewill keep your radio quiet until a call isreceived from a station sending a carrier
which contains a matching (subaudible) CTCSS tone. Or if your friends have radios
equipped with DCS (Digital Coded Squelch) like your VX-7R has, try using that mode
for silent monitoring of busy channels.

VX-7R OPERATING MANUAL 13



OPERATION

SELECTING THE OPERATING BAND
In the factory default configuration, the VX-7R operatesin the “Dua Receive” mode.

During Dua Receive operation, the“Main” band frequency will be displayed on the upper
side of the LCD, and the “ Sub” band frequency will be displayed on the lower side, with
the “Operating” band (the band on which transmission and band/frequency change are
possible) being indicated in large characters, and “ Receive only” band being indicated in
small characters.

To switch the “Operating” band, press the key momentarily to engage the “Main”
band frequency asthe“Operating” band. Alternatively, pressthe key momentarily to
engage the “ Sub” band frequency asthe “Operating” band, described previoudly.

Press and hold in the @ or key for 1/2 seconds to switch to Mono Band Operation
with adouble-size display.

During Mono band operation, you may press the key, then press the @/@ key, to
change the display to show only large characters.

.-ﬁﬂ' ~ The"Sub” band frequency may only be used on the amateur bands, even if it
ETJ is designated as the “ Operating” band. Extended receiver coverage is only

[

#r & possibleon the“Main” band.

VFO 144. 000 Press @ key VFO  144.000
NFM s
VFO 430000 | o VEFO 430. QOQFM
B Press key
Press and hold Press and hold
key key
Press and hold key Press and hold key
Press and hold Press and hold
key key
Press key O
_ TIME 10:00 — TIME 10:00
Main EFM Press key Sub EFM
Press lt/ key ‘ ‘ Press lt/ key
VFO 144.000 Press @ key VFO 430. 000
e
" TIME 10:00 | commm | TIME 10:00
an <] Press key ! <]
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OPERATION

SELECTING THE FREQUENCY BAND

The VX-7R coversan incredibly wide BAND “Main” Band | “Sub” Band
frequency range, over which anumber BCBand| 0.5-1.8 MHz —
: ; SWBand| 1.8-30 MHz —
of different operatmg,modes are used. EV BC Band | 55108 MHz —
Therefore, theVX-7R’ sfrequency cov- (88-108 MH2)
erage has been divided into different AIR Band | 108-137 MHz —
operating bands, each of which hasits VHF-TV Band| 174-222 MHz —
h o st d at Action Band 1| 225-420 MHz —
Oown pre-set channel steps and operal- UHF TV Band | 470-729 MHz —
ing modes. Y ou can change the chan- (470-800 MH2)
nel steps and operating modes later, if Action Band g 800-999 MHz —
: 50 MHz Ham Ban 30-59 MHz 50-54 MHz
you like (see page 25). (30-88 MH2)
144 MHz Ham Band | 137-174 MHz| 140-174 MHz
222 MHz Ham Band | 222-225 MHz —
=)
430 MHz Ham Band | 420-470 MHz | 420-470 MHz

To Change Operating Bands

1. Pressthe key repetitively. Y ou will seethe LCD indication move toward a higher
frequency band each time you press the key.

(

): EXP Version

2

3.

If you wish to move the operating band selection downward (toward lower frequen-
cies), pressthe key first, then pressthe @ key.

The VX-7R usesadual VFO system (described previoudly). To switch TX/RX opera-
tion fromthe“Main” VFO tothe“ Sub” VFO instantly, pressthe key momentarily.
Pressing the key will return the VX-7R to the“Main” VFO. The frequency band
bearing the“Large” charactersisthe band on which transmission is possible; the band
designated by “Small” characters may only be used for reception.

Onceyou have selected the desired band, you may initiate manual tuning (or scanning)
per the discussions on the next page.

Dual Receive Notice

The VX-7R may receive very strong signals on the Image frequency, and/or the
receiver sensitivity may be somewhat reduced by the combination of the “Main”
and " Sub” band frequencies while Dual Receive operation is engaged.

If you experience interference that you suspect may be coming in via an “Image”
path, you may calcul ate the possible frequencies using the formulas below. Thisinfor-
mation may be used in the design of effective countermeasures such as traps, etc.
O 3.579545 MHz x N O 11.7MHzx N (Nisaninteger: 1, 2, 3, ...)
O “Main” band freq. = (“Sub” band freq. + 46.35 MHz) x N
O “Sub” band freq. = (“Main” band freq. + 47.25 MHz) x N (@ “Main band = NFM)
O “Sub” band freq. = (“Main” band freq. + 45.8 MHz) x N (@ “Main band = WFM)

VX-7R OPERATING MANUAL
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OPERATION

FREQUENCY NAVIGATION

TheVX-7R will initialy beoperatinginthe*VFO” mode, asjust described. Thisisachanndized
system which alows free tuning throughout the currently-sel ected operating band.

Three basic frequency navigation methods are available on the VX-7R:

1) Tuning Dial (Outer ring of dual control on Top Panel)

Rotation of the DIAL allows tuning in the pre-programmed steps established for the cur-
rent operating band. Clockwise rotation of the DIAL causesthe VX-7R to be tuned toward
ahigher frequency, while counter-clockwise rotation will lower the operating frequency.

If you pressthe key momentarily, then rotate the DIAL , frequency stepsof 1 MHz will
be selected. Thisfeature is extremely useful for making rapid frequency excursions over
the wide tuning range of the VX-7R.

2) Direct Keypad Frequency Entry
The desired operating frequency may be entered directly from the keypad.

The operating mode will automatically be set once the new frequency is entered viathe
keypad.

To enter afrequency from the keypad, just press the numbered digits on the keypad in the
proper sequence. Thereisno “Decimal point” key onthe VX-7R, s0if the frequency isbeow
100 MHz (e.g. 15.150 MHz), any required leading zeroes must be entered. However, thereis
ashort-cut for frequencies ending in zero - pressthe T key after the last non-zero digit.

Examples:

To enter 146.520 MHz, press. @@ . > @ , ) . 9, @ >

To enter 15.255 MHz, press @ 9.9 .9 @ > @ 9.

To enter 1.250 MHz (1250 kHz), press. 9. @ > @ .9 9 9.
ToenterOgSOMHz(950kHz) press. @ > @ . > @ . > @ . > @ . 9.
To enter 430.000MHz, press. @ > @ . > @ .

3) Scanning

From the VFO mode, pressthe key, then pressthe @ key. The VX-7R will begin scan-
ning toward ahigher frequency, and will stop when it receivesasignal strong enough to bresk
through the Squel ch threshold. The VX-7R will then hold on that frequency according to the
setting of the “RESUME” mode (Menu Item: Scan Modes #3). See page 57 for details.

If you wish to reverse the direction of the scan (i.e. toward alower frequency, instead of a
higher frequency), just rotate the DIAL one click in the counter-clockwise direction while
the VX-7R is scanning. The scanning direction will be reversed. To revert to scanning
toward a higher frequency once more, rotate the DIAL one click clockwise.

Pressthe PTT switch momentarily to cancel the scanning.
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OPERATION

Aubpio MUTING

The Audio Mute feature is useful in situations where it would be helpful to reduce the
audio level of the “Receive Only” band (Small character display) whenever you receive a
signal onthe“Main” band (Large character display) during Dual Receive operation.

To activate the Audio Mute feature:

1. Pressthe key, then press the @ key to enter the Set mode.
2. Rotatethe DIAL to select the Menu Item labeled (Basic

Basic Setup . 8
Operation #8: MUTE SET). MUTE SET
3. Pressthe @ or @ key to sdect “ON” (to enable Audio OFF
Mute feature).

4. Pressthe PTT switch to save the new setting and exit to
normal operation. VFO 143. 00 QN)FM
5. Todisablethe Audio Mute feature, select “OFF” instep 3 |VFO ~ 433. 000

NFM
above. m B
When the Audio Mute feature is activated, the “ [E” icon will appear on the display.
BAND LINKING
For split operation on Amateur bands, the BAND Link feature may be useful.
1. Set up dual receive operation, asjust described.
2. Pressthe key, then pressthe @ key to enter the Set mode.
3. Rotatethe DIAL to select the Menu Item labeled (Misc Misc Setup -
Setup #9: BAND LINK). BAND LINK
4. Pressthe @ or @ key to set thisMenu Item to ON. OFF
5. Pressthe PTT key to save the new setting and exit to

Linked/Dual receive operation.

Asyou rotate the DIAL, you will observe that both bands' frequencies are changing to-
gether. When you are done with this operating mode, re-enter the Set mode, and set (Misc
Setup #9: BAND LINK) to OFF.

\H"‘ﬁ ~ TheBAND Link featurerequiresthat (1) “Main” band and “ Sub” band be
;.gfﬂ'g"{_ set to same band (Dual In-band receive), (2) Menu Item (Misc Setup #10:
# ¢ VFO MODE) must beset to“BAND.” In other words, the BAND Link feature
cannot activated if “Main” band and “ Sub” band are not set to the same band, or if
Menu Item (Misc Setup #10: VFO MODE) issetto“ ALL.”
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OPERATION

TRANSMISSION
Once you have set up an appropriate frequency inside one of the three (or four) Amateur
bands on which the VX-7R can transmit (50 MHz, 144 MHz, or 430 MHz, plus 222 MHz
on the USA version), you're ready to transmit. These are the most basic steps, more ad-
vanced aspects of transmitter operation will be discussed later.

1. Totransmit, pressthe PTT switch, and speak into the front panel microphone (located
in the upper right-hand corner of the speaker grille) in a normal voice level. The
“STROBE” will glow red during transmission.

2. Toreturn to the receive mode, release the PTT switch.

3. During transmission, the relative power level will beindicated on the LCD. Full power
(5 Watts) isindicated by eight arrows below the frequency display. The three “Low
Power” levels (L1, L2, and L3) are indicated by two, four, or six arrows, respectively.
Additionally, the“L1,” “L2,” or “L3" icon will appear at the bottom of the display,
corresponding with the “Low Power” Level setting.

\H'lﬂ ~ Ifyou'rejusttalking to friendsin theimmediate area, you'll get much longer
%E{'ﬁ";"{_ battery life by switching to Low Power operation. To do this, pressthe

v ;%'ii? key, then preﬁstheTK key so that the“L” icon appears at the bottom of the
display. And don’t forget: always have an antenna connected when you transmit.

Transmission is not possible on any operating bands other than the 50 MHz, 144 MHz, 222
MHz, and 430 MHz bands.

Changing the Transmitter Power Level
Y ou can select between atota of four transmitter power levels on your VX-7R. The exact
power output will vary somewhat, depending on the voltage supplied to the transceiver.

With the standard FNB-80L| Battery ICONS
Pack and external DC source, the power NONE | L3 L2 L1
. . 50/144/430 MHz[ 5.0 W | 25W | 1.0 W |0.05 W
output levels available are: 520 MHZ EMI = —To3w 005w
50 MHz AM 1.0 W (Fixed)

To change the power level:

1. Thedefault setting for the power output is “High;” in this configuration, the LCD
shows no indication of the power output level. Pressing the key, followed by the
TK key, causes the power level “L1,” “L2,” or “L3" to appear.

2. Pressthe key, followed by the TK key (repeatedly, if necessary) to make the

“Low Power” icon disappear and restore High Power operation.

\H'F} # 1) TheVX-7R issmart! You can set up Low power on one band (like UHF),
LICUE*  whileleaving VHF on High power, and theradio will remember the different
O settings on each band. And when you store memories, you can store High
and Low power settings separately in each memory, so you don’t waste battery power

when using very close-in repeaters!
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OPERATION

TRANSMISSION

2) When you are operating on one of the Low power settings, you can pressthe key,
then pressthe PTT switch, to cause the VX-7R to transmit (temporarily) on High power.
After one transmission, the power level will revert to the previously-selected L ow power
Setting.

VOX OPERATION

The VOX system provides automatic transmit/receive switching based on voice input to
the microphone. With the VOX system enabled, you do not need to pressthe PTT switch
in order to transmit, and it is not necessary to use a VOX headset in order to utilize VOX
operation.

1. Pressthe key, then pressthe @ key to enter the Set mode.

2. Rotatethe DIAL to select the Menu Item labeled (MisC [yise Setup -7
Setup #7: VOX SENS). VOX SENS

3. Pressthe @ or @) key to sdlect the desired VOX Gain OFF
level (*HIGH” or “LOW").

4. When you have made your choice, press the PTT key to save the new setting and
return to normal operation.

5. Without pressing the PTT switch, speak into the microphonein anormal voice level.
When you start speaking, the transmitter should be activated automatically. When you
finish speaking, the transceiver should return to the receive mode (after ashort delay).

6. Tocancd VOX and returnto PTT operation, just repeat
the above procedures, selecting “OFF” in step 3 above. VFO 145. 00 QN)FM

VFO 433. 000

When the VOX system is activated, the“ E” icon will appear g NFM
on the display.

The VX-7R providesfor adjustment of the “Hang-Time” of the VOX system (the transmit-
receive delay after the cessation of speech) viathe Menu. The default delay is 1/2 second.
To set adifferent delay time:

1. Pressthe key, then pressthe @ key to enter the Set mode.

2. Rotatethe DIAL to select the Menu Item labeled (Misc [yfisc setup - 8
Setup #8: VOX DELAY). VOX DELAY

3. Pressthe @ or key to select the delay time among 0. 5sec
“0.5sec,” “1sec,” and“2sec.”

4. When you have made your choice, press the PTT key to save the new setting and
return to normal operation.
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OPERATION

AM BRroabcasT RECEPTION

The VX-7R includes provision for reception of AM broadcasts, either on the standard
medium-wave (MW) broadcast band, or on the shortwave bands up to 16 MHz.

1. SettheVX-7R tothe VFO mode on the “Main” band.

2. Pressthe key (or press > ) repetitively until VFO 510
you see afrequency in the frequency range desired. The AM
MW coverage is 0.5 MHz to 1.8 MHz, while the short- |VFO ~ 433. 000

wave broadcast coverageis 1.8 MHz to 16 MHz. In either 8
case, the operating mode (displayed on the right edge of the L CD) should be shown as
being“AM.”

w

Rotate the DIAL to tune across the broadcast band.
4. Youmay aso usethe keypad to enter frequencies directly. Thismethod will be quicker
for changing from the 49-meter broadcast band to the 31-meter band, for example.

«, 1.~ 1) If theoperating modeis not correct, you may need to adjust the setting of
98 theMenu Item labeled (Basic Setup #4: RX MODE). Seepage 26 for details.
<3 7 2) The VX-7R includes a special memory bank into which the factory has
stored 89 frequencies representing popular Short-wave Broadcast stations. See page 55

for details.

AM AIRCRAFT RECEPTION

Reception of AM signals in the aeronautical band (108-137 MHz) is similar to that de-
scribed in the previous section.

1. Besurethat the VX-7R is set to the VFO mode on the “Main” band.

2. Pressthe key (or press > ) repetitively until VFO 108. 000
you see afrequency in the aeronautical band. ' AM

3. Rotatethe DIAL to tune across the aeronautical band. VFO 433. 000

4. Youmay aso usethe keypad to enter frequencies directly. B
Remember that frequencies quoted by aircraft operators may be abbreviated, and that
the“5” at the end of afrequency may be dropped. Since aeronautical channels are
assigned in 25-kHz steps, therefore, afrequency announced as “thirty-two, forty-two”
corresponds to an operating frequency of 132.425 MHz.
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FM Broapcast/TV Aubio RECEPTION

The VX-7R aso includes provision for reception in the FM broadcast band, utilizing a

wide-bandwidth filter which provides excellent fidelity.

To Activate FM Broadcast Reception

1. Besurethat the VX-7R is set to the VFO mode on the “Main” band.

2. Pressthe key (or press > ) repetitively until VFO
afrequency inthe FM broadcast band appears on the dis-
play. Thetotal frequency rangeincluded inthe“FM” band | VFO
is59-108 MHz.

59. 000
WFM

433. 000

NFM
B

3. Rotatethe DIAL to select the desired station. The default synthesizer stepsfor the W-

FM mode are 100 kHz/step.

To Activate VHF or UHF TV Audio Reception

1. Besurethat the VX-7R is set to the VFO mode on the “Main” band.

2. Pressthe @ key (or press @ > @) repetitively until VFO 174 000
' FM

afrequency in the VHF or UHF TV bands appears on the
LCD. VFO

3. Rotate the DIAL to select the desired station.

433. 000

NFM
B

\Hﬂ ~ Remember that the Wide-FM Squelch setting may be made independently

73 ¢ SQL WFM). See page 84.

| 98 fromthe Narrow-FM setting, using the Menu Item labeled (Basic Setup #2:

VX-7R OPERATING MANUAL
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WEATHER BROADCAST RECEPTION

The VX-7R includes a unique feature which allows reception of weather broadcastsin the
160-MHz frequency range. Ten standard Weather Broadcast channels are pre-loaded into
aspecial memory bank.

To listen to aWeather Broadcast Channel or VHF Marine Channel:

1

“

Pressthe key, then press the @ key to recall the
Weather Broadcast channdls.

Turn the DIAL knob to select the desired Weather Broad-
cast channdl.

X
VFO

162. 550
NFM
433. 000
NFM
5]

If you wish to check the other channels for activity by scanning, just pressthe PTT

switch.

To exit to normal operation, again the key, then pressthe @ key. Operation will
return to the VFO or Memory channel you were operating on before you began Wesather

Broadcast operation.

.~ Intheevent of extremeweather disturbances, such asstormsand hurricanes,
,@ﬁ{_ the NOAA (National Oceanic and Atmospheric Administration) sends a
&7  weather alert accompanied by a 1050 Hztone and subsequent weather report

on one of the NOAA weather channels. You may disable the Weather Alert tone via

Menu Item (Misc Setup #20 WX ALERT), if desired.

22
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KEYBOARD LOCKING

In order to prevent accidental frequency change or inadvertent transmission, various as-
pects of the VX-7R’ s keys and switches may be locked out. The possible lockout combina
tionsare:

KEY: Just the front panel keys are locked out
DIAL: Just the top panel DIAL islocked out
KEY+DIAL: Boththe DIAL and Keys are locked out
PTT: The PTT switchislocked (TX not possible)

KEY+PTT: Boththekeysand PTT switch arelocked out
DIAL + PTT:Both the DIAL and PTT switch are locked out
ALL: All of the above are locked out

To lock out some or all of the keys:

1. Pressthe key, then pressthe key to enter the Set mode.

2. Rotatethe DIAL to select the Menu Item labeled (Basic [gi5ic se tap 10
Setup #10: LOCK MODE). LOCK MODE

3. Pressthe @ or key to choose between one of the
locking schemes as outlined above.

4. When you have made your selection, pressthe PTT switch to save the new setting and
resume normal operation.

KEY

5. Toactivate thelocking feature, pressand hold in the TK VFO 145. 000
key for 2 seconds. The* &G icon will appear on the LCD. ' NFM
To cancdl locking, again press and hold the key for VFO 433. 000 NFM
2 seconds. & 5]
. ,ﬁ . » Even When “ AL L" keys have been locked out, one key actually is not locked
o

uEE out: the @ key remains available so you can unlock your keypad when you
<E¢F want tol
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KeypaD/LCD ILLUMINATION

Your VX-7R includes areddish illumination lamp which aids in nighttime operation. The
red illumination yields clear viewing of the display in a dark environment, with minimal
degradation of your night vision. Three options for activating the lamp are provided:

KEY Mode: [lluminates the Keypad/LCD for 5 seconds when any key pressed.
CONTINUE Mode: Illuminatesthe Keypad/L CD continuously.
OFF Mode: Disables the Keypad/LCD lamp.

Here is the procedure for setting up the Lamp mode:
1. Pressthe key, then pressthe @ key to enter the Set mode.

2. Rotatethe DIAL to select the Menu Item |abeled (Display [pDispiay Setup : 5
Setup #5: LAMP MODE). LAMP MODE

3. Pressthe @ or @ key to select one of the three modes KEY
described above.

4. When you have made your choice, press the PTT key to save the new setting and
return to normal operation.

DisaBLING THE KEYPAD BEEPER

If the keypad’ s Beeper creates an inconvenience (particularly when operating in a quiet
room), it may easily be disabled.

1. Press key, then pressthe @ key to enter the Set mode.
2. Rotatethe DIAL to select the Menu Item labeled (Basic Setup #9: KEY BEEP).

3. Pressthe @ or @ key to change the setting from ON [,57¢ Setup 9
to OFF. KEY BEEP

4. When you have made your selection, pressthe PTT key ON
to save the new setting and exit to normal operation.

5. If you wish to re-enable the Beeper, just repeat the above procedure, pressing the
or @) key to select ON in step “3” above.
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ADVANCED OPERATION

Now that you' re mastered the basics of VX-7R operation, let’ s learn more about some of
thereally neat features.

SETTING THE FREQUENCY DispLAY IMAGE SizE

VFO Mode
When operating in the VFO mode during the “Mono” band
F0 44 10
]

operation, pressing the key, then pressing the @ or
key, causes the LCD to “toggle” between display of double- |y;in
Sze characters andlarge characters. However, thisfeature does
not work during Dual Receive operation, as two frequencies VFO 144. 000
aredisplayed in that instance.

Main NFM

Memory Mode
When operating in the Memory mode (see page 45), pressing MR 1 4
T L]

[l N ]
| N}
(el

the key, followed by the @ or @ key, causesthe LCD
to “toggle” between display of the current memory’sfrequency |, 1 IME 10:00
(in double-size characters) and the current memory’ sfrequency 8
(in large characters) with its alpha-numeric Tag (small char- MR 145. 320
acters). This feature likewise does not activate during Dua 1 YAESUVX7

Receive operation. Viain TIME 10: 8 é)M

CHANGING THE CHANNEL STEPS

The VX-7R’s synthesizer provides the option of utilizing channel steps of 5/9/10/12.5/15/
20/25/50/100 kHz per step, any number of which may be important to your operating
requirements. The VX-7R isset up at the factory with different default steps on each oper-
ating band which probably are satisfactory for most operation. However, if you need to
change the channel step increments, the procedure to do so is very easy.

1. Pressthe key, then pressthe @ key to enter the Set mode.
2. Rotatethe DIAL to select the Menu Item labeled (Basic Setup #3: VFO STEP).

3. Pressthe @ or @ key to select the new channel step [5.57c Setup 3
size. VFO STEP

4. Pressthe PTT key to save the new setting and exit to nor- 95. 0 KHz
mal operation.

v e« 9kHz step is available on the BC band only.
Ty
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CHANGING THE OPERATING MoDE

The VX-7R provides for automatic mode changing when the radio is tuned to different
operating frequencies. However, should an unusual operating situation arise in which you
need to change between the avail able operating modes (FM-Narrow, FM-Wide, and AM),
here isthe procedure for doing so:

1. Pressthe key, then pressthe @ key to enter the Set mode.

2. Rotate the DIAL to select the Menu Item labeled (Basic [Basic Setup - 4
Setup #4: RX MODE). RX MODE

3. Pressthe @ or @ key to select the new channel step AUTO
size. The available selections are:

AUTO: Automatic mode setting per default values for the selected frequency range..
N-FM: Narrow-bandwidth FM (used for voice communication)

W-FM: Wide-bandwidth FM (used for high-fidelity broadcasting)

AM:  Amplitude Modulation

Pressthe PTT key to save the new setting and exit to normal operation.

e

\H;““ - Unlessyou have a compelling reason to do so, |eave the Automatic Mode
iir9@  Selection feature on so asto save time and trouble when changing bands. If
/f'ﬂ_?"'ié'r' you make a mode change for a particular channel or station, you can always
store that one channel into memory, as the mode setting will be memorized along with

thefrequency information.

=¥

B
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ADVANCED OPERATION

REePEATER OPERATION

Repeater stations, usually located on mountaintops or other high locations, provide adra-
matic extension of the communication range for low-powered hand-held or mobile trans-
ceivers. The VX-7R includes a number of features which make repeater operation simple
and enjoyable.

Repeater Shifts

Your VX-7R has been configured, at the factory, for the repeater shifts customary in your
country. For the 50 MHz band, thisusualy will be 1 MHz, while the 144 MHz shift will be
600 kHz; on 70 cm, the shift may be 1.6 MHz, 7.6 MHz, or 5 MHz (USA version).

Depending on the part of the band in which you are operating, the repeater shift may be
either downward (-) or upward (+), and one of these iconswill appear at the bottom of the
L CD when repeater shifts have been enabled.

Automatic Repeater Shift (ARS)

The VX-7R provides a convenient Automatic Repeater Shift feature, which causes the
appropriate repeater shift to be automatically applied whenever you tune into the desig-
nated repeater sub-bands in your country. These sub-bands are shown below.

If the ARS feature does not appear to be working, you may have accidentally disabled it.

Tore-enable ARS:

1. Pressthe key, then pressthe key to enter the Set mode.

2. Rotatethe DIAL to select the Menu Item labeled (Basic Setup #5: ARS).

3. Pressthe @ or @ key to select “ON” (to enable Automatic Repeater Shift).
4. Pressthe PTT key to save the new setting and exit to normal operation.

ARS-Repeater Subbands

_______________ 2-m--------=--=-----
Version A
14 5 14@.4 @i] 14 .0
s L =
- 146.6 147.4

145.6 145.8 .
European Version

438.20 39.45 .
l_—j Euro Version 1

Euro Version 2

—
=i

433.00 433.40

VX-7R OPERATING MANUAL 27



ADVANCED OPERATION

REePEATER OPERATION

Manual Repeater Shift Activation

If the ARS feature has been disabled, or if you need to set arepeater shift direction other
than that established by the ARS, you may set the direction of the repeater shift manually.

Todo this:

1. Pressthe key, then pressthe key to enter the Set mode.

2. Rotatethe DIAL to select the Menu Item labeled (Basic [B,5ic Setup -7
Setup #7: RPT SHIFT). RPT SHIFT

3. Pressthe @ or @ key to select the desired shift among SIMP
“—RPT,” “+RPT,” and“SIMP.”

4. Pressthe PTT key to save the new setting and exit to normal operation.

Changing the Default Repeater Shifts
If you travel to adifferent region, you may need to change the default repeater shift so asto
ensure compatibility with local operating requirements.

To do this, follow the procedure below:
1. Pressthe key, then press the @ key to enter the Set mode.

2. Rotatethe DIAL to select the Menu Item labeled (Basic [B,5ic Setup . 6
Setup #6: SHIFT). SHIFT

3. Pressthe @ or @) key to select the new repeater shift 5. 00 Miz
magnitude.

4. Pressthe PTT key to save the new setting and exit to normal operation.

~ = ~ Ifyoujust have one“odd” split that you need to program, don’t change the
53{{.;?'_{'?"5;. “default” repeated shifts using this Menu Item! Enter the transmit and re-

/55  ceive frequencies separately, as shown on page 46.
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REePEATER OPERATION

Checking the Repeater Uplink (Input) Frequency

It often is hel pful to be able to check the uplink (input) frequency of arepeater, to seeif the
calling station iswithin direct (“ Simplex™) range.

To do this, just pressthe key. You'll notice that the display has shifted to the repeater
uplink frequency. Press the key again to cause operation to revert to normal monitor-
ing of the repeater downlink (output) frequency.

“ Hﬂl ~ Theconfiguration of thiskey may be set either to “RV” (for checking theinut
Ic2EF - frequency of arepeater, or “HM” (for instant switching to the“Home” chan-
&5 & nel for the band you are operating on). To change the configuration of this
key, use Menu Item (Misc. Setup #2 HOM/REV). See page 49.
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CTCSS OPERATION

Many repeater systems require that a very-low-frequency audio tone be superimposed on
your FM carrier in order to activate the repeater. This helps prevent fal se activation of the
repeater by radar or spurious signals from other transmitters. This tone system, called
“CTCSS’ (Continuous Tone Coded Squelch System), isincluded in your VX-7R, and is
very easy to activate.

\ 1.~ CTCSSsetup involves two actions: setting the Tone Fr@uengyand then set-

@,.,--'uf: ting of the Tone Mode. These actionsare set up by usngthe» @ key, or Menu
7% 1tems(TSQ/DCS/DTMF #1: SQL TYPE ) and (TSQ/DCS/DTMF #2: TONE SET).

1. Pressthe key, then pressthe @ key. This provides a“ Short-cut” to Menu ltem

(TSQ/DCS/DTMF #1: SQL TYPE). TSQ/DCS/DIMF__: 1
2. Pressthe or key so that “TONE” appearsonthe | SQL TYPE

display; this activates the CTCSS Encoder, which alows OFF

repeater access.

\H"‘ﬁ »~ You may notice an additional “DCS” icon appearing whileyou pressthe
@k&ﬂr{_ or key in this step. We'll discuss the Digital Code Squelch sys-
<% temshortly.

3. Pressingthe key in step “2" above will occasionally cause “SQL” to appear adja-
cent to the “TONE.” When “TONE SQL” appears, this means that the Tone SQuelch
system is active, which mutes your VX-7R’sreceiver until it receives acall from an-
other radio sending out a matching CTCSS tone. This can help keep your radio quiet
until a specific cal isreceived, which may be helpful while operating in congested
aress.

4. When you have made your selection of the CTCSStone [Tsq/Dcs/DTME ;2
mode, rotate the DIAL oneclick clockwiseto select Menu | TONE SET
Itemlabeled (TSQ/DCS/DTMF #2: TONE SET). ThisMenu
selection allows setting of the CTCSS tone frequency to
be used.

5. Pressthe key to enable the adjustment of the CTCSS frequency.

6. Pressthe @ or @3 key until the display indicates the Tone Frequency you need to be
using (ask the repeater owner/operator if you don’'t know the tone frequency).

7. When you have made your selection, pressthe key, then pressthe PTT switch to
save the new settings and exit to normal operation.

100.0 Hz

«, 1.~ Your repeater may or may not re-transmit a CTCSS tone - some systems just
L o9k use CTCSS to control access to the repeater, but don’t pass it along when
<57 transmitting. |f the S-Meter deflects, but the VX-7R is not passing audio,
repeat steps*” 1” through “3” above, but rotate the DIAL sothat “ SQL” disappears- this

will allow you to hear all traffic on the channel being received.
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DCS OPERATION

Another form of tone access control is Digital Code Squelch, or DCS. It is a newer, more
advanced tone system which generally provides more immunity from false paging than
does CTCSS. The DCS Encoder/Decoder is built into your VX-7R, and operation is very
similar to that just described for CTCSS. Y our repeater system may be configured for
DCS; if nat, it is frequently quite useful in Simplex operation if your friend(s) use trans-
ceivers equipped with this advanced feature.

« %~ Justasin CTCSS operation, DCSrequiresthat you set the Tone Mode to DCS

AT

“-> andthat you select a tone code.

1. Pressthe key, then pressthe @ key. This provides a“ Short-cut” to Menu ltem

(TSQ/DCS/DTMF #1: SQL TYPE). TSQ/DCS/DIMF - 1
2. Pressthe @ or @ key until “DCS” appearsonthedis- | SQL TYPE

play; this activates the DCS Encoder/Decoder. OFF
3. Now rotate the DIAL to select Menu Item (TSQ/DCS/

DTMF #3: DCS SET). TSQ/DCS/DTMF  : 3
4. Pressthe key to enable the adjustment of the DCS | DCS SET

code. 023
5. Pressthe @ or @) key to select the desired DCS Code

(athree-digit number). Ask the repeater owner/operator if you don’'t know DCS Code;
if you are working simplex, just set up the DCS Code to be the same as that used by
your friend(s).

6. When you have made your selection, pressthe key, then pressthe PTT switch to
save the new settings and exit to normal operation.

remain muted until a matching DCS codeis received on an incoming trans-
mission. Switch the DCS off when you're just tuning around the band!

CTCSS TONE FREQUENCY (Hz) DCS CODE

67.0 69.3 71.9 74.4 77.0 79.7 023 |025|026]031| 032|036 043 | 047 | 051| 053
825 85.4 88.5 915 94.8 97.4 054 |065|071]072|073|074| 114 | 115| 116| 122
100.0 | 1035 | 107.2 | 1109 | 1148 | 1188 125|131 |132| 134|143 | 145| 152| 155| 156| 162
123.0 | 127.3 | 131.8 | 136.5 | 141.3 | 146.2 165 (172 | 174 205| 212 | 223 | 225| 226| 243| 244
151.4 | 156.7 | 159.8 | 162.2 | 165.5 | 167.9 245|246 |251|252| 255|261 | 263 | 265| 266| 271
171.3 | 1738 | 177.3 | 1799 | 1835 | 186.2 274|306 | 311|315| 325|331 332 343| 346| 351
189.9 | 192.8 | 196.6 | 199.5 | 203.5 | 206.5 356 | 364 | 365|371 | 411 | 412| 413 | 423 | 431| 432
210.7 | 218.1 | 2257 | 229.1 | 233.6 | 2418 445 | 446 | 452 | 454 | 455| 462 | 464 | 465| 466| 503
250.3 | 254.1 — - = = 506 | 516 | 523 | 526 | 532| 546 | 565 | 606 | 612| 624
627 |631|632|654| 662|664 703 | 712| 723| 731

732|734 | 743|754 — - | - - - -
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ToNE SEARCH SCANNING

In operating situations where you don’t know the CTCSS or DCS tone being used by
another station or stations, you can command the radio to listen to the incoming signal and
scan in search of the tone being used. Two things must be remembered in this regard:

O You must be sure that your repeater uses the same tone type (CTCSSvs. DCS).

O Some repeaters do not pass the CTCSS tone; you may haveto listen to the station(s)
transmitting on the repeater uplink (input) frequency in order to allow Tone Search
Scanning to work.

To scan for thetone in use:

1. Settheradio upfor either CTCSS or DCS Decoder operation (see the previous discus-
sion). In the case of CTCSS, “TSQ” will appear on the display; in the case of DCS,
“DCS” will appear on the display.

2. Pressthe key, then pressthe @ key to enter the Set mode.

3. Rotatethe DIAL to select the Menu Item labeled (TSQ/ [TsQ/DCS/DTMF  : 2
DCS/DTMF #2: TONE SET) when TONE SQL isselected, | TONE SET
or Menu Item labeled (TSQ/DCS/DTMF #3: DCS SET) 100. 0 Hz
during DCS operation.

4. Pressthe key to enable adjustment of the selected [TSQ/DCS/DTMF  : 3

Menu Item. DCS SET
5. Pressthe key, then pressthe @ key to start scanning 023

for theincoming CTCSS or DCS tone/code.

6. When the radio detects the correct tone or code, it will halt on that tone/code, and
audio will be allowed to pass. Pressthe key to lock in that tone/code, then press
PTT to exit to normal operation.

\ 1.~ [ftheTone Scan feature does not detect a tone or code, it will continue to

;.3-;&-'5-@{_ scan indefinitely. When this happens, it may be that the other station is not
<% sendingany tone. You can pressthe PTT switch to halt the scan at any time.

You also can press the MONI key during Tone Scanning to listen to the (muted) signal
from the other station. When you release the MONI key, Tone Scanning will resume after
about a second.

Tone Scanning works either in the VFO or Memory modes.
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CTCSS/DCS BELL OPERATION

During CTCSS Decode or DCS operation, you may set up the VX-7R such that aringing
“bell” sound aertsyou to the fact that acall iscoming in. Here is the procedure for activat-
ing the CTCSS/DCS Béll:

1. Set the transceiver up for CTCSS Decode (“Tone Squelch”) or DCS operation, as

described previously.

Adjust the operating frequency to the desired channel.

Pressthe key, then pressthe @ key to enter the Set mode.

Rotate the DIAL to select the Menu Item labeled (TSQ/DCS/DTMF #5: BELL).

Pressthe @ or @ key to set the desired number of [T5q/Dcs/DIME - 5

rings of the Bell. The available choicesare 1, 3, 5, or 8 BELL

rings, CONTINUE (continuous ringing), or OFF.

6. Pressthe PTT key momentarily to save the new setting
and exit to normal operation.

a bk owbd

OFF

When you are called by a station whose transceiver is sending a CTCSS tone or DCS code
which matchesthat set into your Decoder, the Bell will ring in accordance to this program-
ming.

SpLIT ToNE OPERATION
The VX-7R can be operated in a Split Tone configuration via the Set mode.

1. Pressthe key, then pressthe @) key to enter the Set mode.

2. Rotatethe DIAL to select the Menu Item labeled (TSQ/DCS/DTMF #6: SPLIT TONE).

3. Pressthe @ or @ key to select ON (to enablethe Split [Tsq/Dcs/DTMF - 6
Tonefeature). SPLIT TONE

4. Pressthe PTT key momentarily to save the new setting OFF
and exit to normal operation.

When the Split Tone feature is activated, you can see the following additional parameters
after the” DCS” parameter while selectingtheMenu Item (TSQ/DCS/DTMF #1: SQL TYPE),:

D CODE: DCSEncodeonly (*C+” icon will appear while operating)
TONE DC: Encodes a CTCSS Tone and Decodes a DCS code

(the* T =" icon will appear during operation)
DC TONE: Encodes a DCS code and Decodes a CTCSS Tone

(the“ =T icon will appear during operation)

Select the desired operating mode from the selections shown above.
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TonE CaLLING (1750 Hz)

If the repeatersin your country require a 1750-Hz burst tone for access (typically in Eu-
rope), you can set the MONI key to serve asa*“Tone Call” switch instead. To change the
configuration of this switch, we again use the Menu to help us.

1. Pressthe key, then pressthe @ key to enter the Set mode.
2. Rotatethe DIAL to select the Menu Item labeled (Misc Setup #3 MON/T-CAL).
3. Pressthe @ or @) key to select “T-CALL” on the dis-

Misc Setup 3
play. MON/T—CAL
4. Pressthe PTT key to save the new setting and exit to nor- MONI
mal operation.

5. Toaccessarepeater, pressand hold in the MONI key for the amount of time specified
by the repeater owner/operator. The transmitter will automatically be activated, and a
1750-Hz audio tone will be superimposed on the carrier. Once access to the repeater
has been gained, you may release the MONI key, and usethe PTT key for activating
thetransmitter.
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ARTS (AuTtomATIC RANGE TRANSPONDER SYSTEM)

The ARTSfeature uses DCS signaling to inform both parties when you and another ARTS-
equipped station are within communications range. This may be particularly useful during
Search-and Rescue situations, where isimportant to stay in contact with other members of
your group.

Both stations must set up their DCS codes to the same code number, then activate their
ARTS feature using the command appropriate for their radio. Alert ringers may be acti-
vated, if desired.

Whenever you push the PTT, or every 25 (or 15) seconds after ARTS is activated, your
radio will transmit asigna which includesa(subaudible) DCS

signal for about 1 second. If the other radio isin range, the VFO 433. 080
beeper will sound (if enabled) and the display will show “IN . IN RANGE
RANGE” as opposed to the out of range display “OUT RANGE” pCs B

inwhich ARTS operation begins.
VFO 433. 580

OUT RANGE
NFM

Whether you talk or not, the polling every 15 or 25 seconds
will continue until you de-activate ARTS. Every 10 minutes, |,,...
moreover, you can have your radio transmit your callsign via oS 8
CW, so asto comply with identification requirements. When ARTS is de-activated, DCS
will also be deactivated (if you were not using it previously in non-ARTS operation).

If you move out of range for more than one minute (four pollings), your radio will sense
that no signal has been received, three beeps will sound, and the display will revert to
“OUT RANGE.” If you move back into range, your radio will again beep, and the display
will change back to the“IN RANGE” indication.

During ARTS operation, your operating frequency will continue to be displayed, but no
changes may be made to it or other settings; you must terminate ARTS in order to resume
normal operation. Thisis a safety feature designed to prevent accidental loss of contact
dueto channel change, etc.

Here is how to activate ARTS:

Basic ARTS Setup and Operation

1. Setyour radio and the other radio(s) to the same DCS code number, per the discussion
on page 31.

2. Pressthe key, then pressthe @ key. Youwill observethe“OUT RANGE” display
on the LCD below the operating frequency. ARTS operation has now commenced.

3. Bvery 25 seconds, your radio will transmit a*“polling” call to the other station. When
that station responds with its own ARTS polling signal, the display will changeto “IN
RANGE” to confirm that the other station’s polling code was received in response to
yours.

VX-7R OPERATING MANUAL 35




ADVANCED OPERATION

ARTS (AuTtomATIC RANGE TRANSPONDER SYSTEM)

4. Pressthe key, then press the @ key to exit ARTS operation and resume normal
functioning of the transceiver.

i - ARTSwon’t work if you have used the Lock feature to disable the PTT!

ARTS Palling Time Options
The ARTS feature may be programmed to poll every 25 seconds (default value) or 15

seconds. The default value provides maximum battery conservation, because the polling
signal is sent out less frequently. To change the polling interval:

b -
!
"y

1. Pressthe key, then pressthe key to enter the Set mode.

2. Rotatethe DIAL to select the Menu Item labeled (ARTS #2: ARTS ITERVAL).

3. Pressthe @ or @) key to select the desired polling in- [ARTs ~ 3
terval (15 or 25 seconds). ARTS INTERVAL

4. When you have made your selection, pressthe PTT key
to save the new setting and exit to normal operation.

ARTS Alert Beep Options

The ARTS feature allows two kinds of alert beeps (with the additional option of turning
them off), so asto alert you to the current status of ARTS operation. Depending on your
location and the potential annoyance associated with frequent beeps, you may choose the
Beep mode which best suits your needs. The choices are:

25sec

IN RANGE: Thebeepsareissued only when theradio first confirmsthat you arewithin
range, but does not re-confirm with beeps thereafter.

ALWAYS: Every time apolling transmission is received from the other station, the
alert beepswill be heard.

OFF: No alert beeps will be heard; you must look at the display to confirm
current ARTS Status.

To set the ARTS Beep mode, use the following procedure:

1. Pressthe key, then pressthe key to enter the Set mode.

2. Rotatethe DIAL to select the Menu Item labeled (ARTS #1: ARTS BEEP).

3. Pressthe @ or @ key to slect the desired ARTSBeep [agrs —
mode (see above). ARTS BEEP

4. When you have made your selection, pressthe PTT key
to save the new setting and exit to normal operation.

IN RANGE

36 VX-7R OPERATING MANUAL



ADVANCED OPERATION

ARTS (AuTtomATIC RANGE TRANSPONDER SYSTEM)

CW | dentifier Setup

The ARTS feature includes a CW identifier, as discussed previously. Every ten minutes
during ARTS operation, the radio can beinstructed to send “ DE (your callsign) K” if this
featureis enabled. The callsign field may contain up to 16 characters.

Here' s how to program the CW Identifier:

1
2

3.

10.

Pressthe key, then pressthe key to enter the Set mode.

Rotate the DIAL to select the Menu Item labeled (ARTS [agTs ~ 3

#3: CW ID). CW ID

Pressthe key to enable changing of this Menu item.

The*“_" indicator will blink onthe LCD.

Press the @ or @) key to set the CW ID function to ON.

Rotate the DIAL one click clockwise to begin entry of the letters and numbersin your

calsign.

Pressthe key or keyboard to set the first letter or number in your callsign.

Example 1: Pressthe key to select any of the 7 available characters (including
the “dant bar” for portable stations); or

Example 2: Pressthe @ key repeatedly to toggle among the seven available charac-
tersassociated withthatkey: A>B >C>a>b>c—>2

When the correct character has been selected, rotate the DIAL one click clockwiseto

move on to the next character.

Repeat steps 6 and 7 as many times as necessary to complete your callsign. Note that

the“dant bar” (-« « —*) isamong the avail able characters, should you be a*“ portable’

station.

Press the key to delete all data after the cursor that may have been previously

stored erroneoudly.

When you have entered your entire callsign, pressthe key to confirm the callsign,

then pressthe PTT key to save the settings and exit to normal operation.

OFF

s 4=~ You may check your work by monitoring the entere callsign. To do this, repeat
275 steps1- 3 above, then pressthe @ key.
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DTMF OPERATION

The VX-7R’s 16-button keypad allows easy DTMF dialing for Autopatch, repeater con-
trol, or Internet-link access purposes. Besides numerical digits[0] through [9], the keypad
includesthe [*] and [#] digits, plusthe [A], [B], [C], and [D] tones often used for repeater
control.

Manual DTMF Tone Generation

Y ou can generate DTMF tones during transmission manually.

1. Pressthe PTT switch to begin transmission.

2. Whiletransmitting, press the desired numbers on the keypad.
3. When you have sent all the digits desired, releasethe PTT key.

DTMF Autodialer

Nine DTMF Autodial memories are provided, alowing you to store tel ephone numbersfor
autopatch use. Y ou can a so store short autopatch or Internet-link access code streams so as
to avoid having to send them manually.

Hereisthe DTMF Autodia storage procedure:

1. Pressthe key, then pressthe key to enter the Set mode.

2. Rotate the DIAL knob to select the Menu Item labeled TSQ/DCS/DIME - 8
(TSQ/DCS/DTMF #8: DTMF SET). DTMF SET

3. Pressthe key to enable adjustment of thisMenu Item.

4. Pressthe or key to select the DTMF Memory
register into which you wish to store this DTMF string.

5. Rotatethe DIAL knob one click to begin DTMF Memory entry into the selected regis-
ter.

6. Keyinthe DTMF digits you wish to storeinto thisregister. If needed, you may press
the key to store a“Pause” (rotate the DIAL one click clockwise to continue) or
pressthe key again to delete the previously-stored data after the cursor.

7. If you make amistake, rotate the DIAL konb counterclockwise to back-space the cur-
sor, re-enter the correct number.

8. Pressthe PTT switch to save the setting. To store other numbers, repeat this process,
using adifferent DTMF memory register.

CH1
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DTMF OPERATION

To send the telephone number:

1. Pressthe key, then pressthe key to enter the Set mode.

2. Rotate the DIAL to select the Menu Item labeled (TSQ/DCS/DTMF #7: DTMF DI-
ALER). TSQ/DCS/DIMF  : 7

3. Pressthe or key to set the DTMF Autodialer | DTMF DIALER
function to the “ON” position.

4. Pressthe PTT switch to exit to normal operation and acti-
vate the DTMF Autodialer function (the & icon will VFO 145. 000

OFF

appear). NFM
5. Inthe Autodialer function mode, first pressthe PTT key, |VFO ~ 433. 000
then pressthe numerical key (@ through @®) correspond- = B

ing to the DTMF memory string you wish to send. Once the string begins, you may
releasethe PTT key, asthe transmitter will be held “on the air” until the DTMF string
is completed.

EMERGENCY CHANNEL OPERATION

The VX-7R includes an “Emergency” feature which may be useful if you have someone
monitoring on the same frequency as your transceiver’s UHF “Home” channel. See page
47 for details on setting the Home channel.

The“Emergency” featureis activated by pressing the key for 1/2 seconds.

When thisisdone, (A) theradio is placed on the UHF amateur band Home channel, (B) it
emitsaloud “Alarm” sound (the volume is controlled by the VOLUME knob), (C) it
flashesthe STROBE in sequentia colors, (D) if you pressthe PTT key, you will disable
the Emergency feature temporarily; you can then transmit on the UHF Home channel, and
(E) two seconds after the PTT release, the Emergency feature will resume.

To disable the “Emergency” feature, pressthe key for 1/2 seconds or turn the radio Off
by pressing and holding in the @ (PWR) switch for 2 seconds.

Usethisfeatureif you are out for awalk and want aquick way of aerting afamily member
asto adangerous situation. The alarm sound may discourage an attacker and allow you to
escape.

«, l. » 1)Besuretoarrangewith afriend or family member to be monitoring on the
,;EEE;?J'?"{_ same frequency, as there wi